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calculating the consecutive time pe-
riod. An engine located at a seasonal
source is an engine that remains at a
seasonal source during the full annual
operating period of the seasonal source.
A seasonal source is a stationary
source that remains in a single loca-
tion on a permanent basis (i.e., at least
two years) and that operates at that
single location approximately three
months (or more) each year. This para-
graph does not apply to an engine after
the engine is removed from the loca-
tion.

Nonroad vehicle means a vehicle that
is powered by a nonroad engine as de-
fined in this section and that is not a
motor vehicle or a vehicle used solely
for competition. Nonroad vehicle also
includes equipment that is powered by
nonroad engines.

Nonroad vehicle manufacturer means
any person engaged in the manufactur-
ing or assembling of new nonroad vehi-
cles or importing such vehicles for re-
sale, or who acts for and is under the
control of any such person in connec-
tion with the distribution of such vehi-
cles. A nonroad vehicle manufacturer
does not include any dealer with re-
spect to new nonroad vehicles received
by such person in commerce.

Operating hours means:

(1) For engine storage areas or facili-
ties, all times during which personnel
other than custodial personnel are at
work in the vicinity of the storage area
or facility and have access to it.

(2) For all other areas or facilities,
all times during which an assembly
line is in operation or all times during
which testing, maintenance, service ac-
cumulation, production or compilation
of records, or any other procedure or
activity related to certification test-
ing, to translation of designs from the
test stage to the production stage, or
to engine manufacture or assembly is
being carried out in a facility.

Presentation of credentials means the
display of the document designating a
person as an EPA enforcement officer
or EPA authorized representative.

Scheduled maintenance means any ad-
justment, repair, removal, disassembly,
cleaning, or replacement of compo-
nents or systems required by the man-
ufacturer to be performed on a periodic
basis to prevent part failure or vehicle
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or engine malfunction, or those actions
anticipated as necessary to correct an
overt indication of malfunction or fail-
ure for which periodic maintenance is
not appropriate.

Test engine means the engine or group
of engines that a manufacturer uses
during certification to determine com-
pliance with emission standards.

Ultimate purchaser means, with re-
spect to any new nonroad engine or
new nonroad vehicle, the first person
who in good faith purchases such new
nonroad engine or vehicle for purposes
other than resale.

Used solely for competition means ex-
hibiting features that are not easily re-
moved and that would render its use
other than in competition unsafe, im-
practical, or highly unlikely.

Warranty period means the period of
time the engine or part is covered by
the warranty provisions.

§90.4 Treatment of confidential infor-
mation.

(@) Any manufacturer may assert
that some or all of the information
submitted pursuant to this part is enti-
tled to confidential treatment as pro-
vided by part 2, subpart B of this chap-
ter.

(b) Any claim of confidentiality must
accompany the information at the time
it is submitted to EPA.

(c) To assert that information sub-
mitted pursuant to this subpart is con-
fidential, a manufacturer must indi-
cate clearly the items of information
claimed confidential by marking, cir-
cling, bracketing, stamping, or other-
wise specifying the confidential infor-
mation. Furthermore, EPA requests,
but does not require, that the submit-
ter also provide a second copy of its
submittal from which all confidential
information has been deleted. If a need
arises to publicly release nonconfiden-
tial information, EPA will assume that
the submitter has accurately deleted
the confidential information from this
second copy.

(d) If a claim is made that some or all
of the information submitted pursuant
to this subpart is entitled to confiden-
tial treatment, the information cov-
ered by that confidentiality claim will
be disclosed by the Administrator only
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to the extent and by means of the pro-
cedures set forth in part 2, subpart B of
this chapter.

(e) Information provided without a
claim of confidentiality at the time of
submission may be made available to
the public by EPA without further no-
tice to the submitter, in accordance
with §2.204(c)(2)(i)(A) of this chapter.

§90.5 Acronyms and abbreviations.

The following acronyms and abbre-
viations apply to part 90.

AECD—Auxiliary emission control de-
vice

ASME—American Society of Mechani-
cal Engineers

ASTM—American Society for Testing
and Materials

CAA—Clean Air Act

CAAA—Clean Air Act Amendments of
1990

CLD—chemiluminescent detector

CO—Carbon monoxide

CO>—Carbon dioxide

EPA—EnNnvironmental Protection Agen-

cy
FTP—Federal Test Procedure
o/kW-hr—grams per kilowatt hour
HC—hydrocarbons
HCLD—heated chemiluminescent de-
tector
HFID—heated flame ionization detec-
tor
ICl—independent Commercial Importer
NDIR—non-dispersive infrared analyzer
NIST—National Institute for Stand-
ards and Testing
NO—Nitric oxide
NO>—Nitrogen dioxide
NOx—Oxides of nitrogen
O>—Oxygen
OEM—original
turer
PMD—paramagnetic detector
SAE—Society of Automotive Engineers
SEA—Selective Enforcement Auditing
Sl—spark-ignition
U.S.C.—United States Code

equipment manufac-
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VOC—Volatile organic compounds
ZROD—zirconiumdioxide sensor

§90.6 Table and figure numbering; po-
sition.

(a) Tables for each subpart appear in
an appendix at the end of the subpart.
Tables are numbered consecutively by
order of appearance in the appendix.
The table title will indicate the topic.

(b) Figures for each subpart appear in
an appendix at the end of the subpart.
Figures are numbered consecutively by
order of appearance in the appendix.
The figure title will indicate the topic.

§90.7 Reference materials.

(@) Incorporation by reference. The
documents in paragraph (b) of this sec-
tion have been incorporated by ref-
erence. The incorporation by reference
was approved by the Director of the
Federal Register in accordance with 5
U.S.C. 552(a) and 1 CFR part 51. Copies
may be inspected at U.S. EPA Air and
Radiation Docket, room M-1500, 401 M
Street, S.W., Washington D.C. 20460, or
at the Office of the Federal Register,
800 North Capitol Street, NW., suite
700, Washington, DC.

(b) The following paragraphs and ta-
bles set forth the material that has
been incorporated by reference in this
part.

(1) ASTM material. The following
table sets forth material from the
American Society for Testing and Ma-
terials which has been incorporated by
reference. The first column lists the
number and name of the material. The
second column lists the section(s) of
this part, other than §90.7, in which the
matter is referenced. The second col-
umn is presented for information only
and may not be all inclusive. Copies of
these materials may be obtained from
American Society for Testing and Ma-
terials, 1916 Race St., Philadelphia, PA
19103.

Document number and name

40 CFR part 90 reference

ASTM D86-93:
Standard Test Method for Distillation of Petroleum Products
ASTM D1319-89:

Standard Test Method for Hydrocarbon Types in Liquid Petroleum

Products by Fluorescent Indicator Adsorption.
ASTM D2622-92:
Standard Test Method for Sulfur in Petroleum Products
Spectrometry.
ASTM D2699-92:

Appendix A to subpart D, Table 3.

Appendix A to subpart D, Table 3.

by X-ray | Appendix A to subpart D, Table 3.
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